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* Global, yet Local

No matter whether you are an experienced boater
looking for a replacement pump or a manufacturer
looking for any pumps for marine application, we're
prepared to provide you with the support you need.
And no matter where you work or live, access to our
products, services, spare parts and support are never
far away. In fact, you'll find Johnson Pump
represented in every major industrial country of the
world today and more than fifty nations altogether.
Johnson Pump is one of the world’s leading
manufactures of pumps for marine use. For more
than thirty years, Johnson Pump has been providing
the boaters of the world with high quality, highly
reliable pumps. Our extensive product range includes

Woater Pressure Systems

Wash Down Pumps

Woater Pressure System 2.4

More economical and less expensive, the
newest member of the Aqua Jet line shares
interchangeable accessories of the larger
capacity Aqua Jet pumps.

The ideal choice for pressurising water in a
closed system, the Aqua Jet WPS 2.4 provides
the same pressure cut-in and cut-off points
as larger volume - systems. Easy to install and
with the advantage of Johnson Pumps five-

chamber diaphragm pump design you can
always be assured of reliable long life
service, low power consumption and easy
maintenance.

Available in 12v or 24v versions.
pressure 2.8 Ba'fq{‘}.i p5|]

water pressure systems, bilge pumps, deckwash
pumps, engine cooling pumps and more.

* Quality a Trademark

Johnson Pump has built its international reputation
on attention to quality in every detail of product
development, production, and customer relations.
You can count on us for constant improvement and oy
further development in every aspect of our business
dealings.

* Working with the Best

Thanks to our extensive marine pump experience, we
know the boating industry well. This makes it possible
for us to find pumping solutions that meet the specific from 'Tgsq,fm or |9é!m (3.4GMP or 5 UpMP}
needs of each customer. Both 12V, anEI~2.5V conﬁgur ations are avaliable
That's why so many leading manufacturers of marine %
engines and recreational craft trust Johnson Pump to

provide solutions for all their pumping needs.
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Water Pressure Systems 3.4 & 5.0
Compared to conventional three or four-
chamber: diaphragm pumps, the AQUA, JET
denfnnstrates dramatically -lower noée and
watér pulsation characteristics: SmootH flows

e

Aqua Jet Uno & Aqua Jet Duo
Build on the whisper quiet and pulsation-free Aqua Jet series Water Pressure Systems. Johnson Pump is now introducing the new complete
WPS units Aqua Jet Uno & Duo.The new unit’s combines all the elements needed for ease of installation as well as built in pre-pressurised
2-litres accumulator tank and inline strainer. The new base design allows for installation in both vertical and horizontal position making the
pump a true space saving unit especially suited for today’s modern marine needs.

Aqua Jet Uno
Medium demand unit with a single
2 litres Aqua Jet WPS capacity |3
I/min or 19 l/min fixed on a base
with inline strainer and pre-pres-
sured accumulator tank.

Shut-off pressure 2.8 Bar (41psi)

'%ﬁ

Wash Down Pumps 3.4 & 5.0

As a wash down pump, the AQUA JET offers much higher pressures than
competitive models, making clean-up faster and easier than ever before.
Smooth flows from 13 I/m or 19 I/m (3.4GMP or 5.0GMP, up to 70 psi).
Both 12V and 24V configurations are available. Complete with trigger noz-
zle, inline filter and hose connections for | /2" hose.

Aqua Jet Duo

High demand unit with two parallel-
connected 2 litres Aqua Jet WPS
capacity 38 l/min fixed on a base
with inline strainer and prepres-
sured accumulator tank.

Shut-off pressure 2.8 Bar (41psi)

Accumulator Tank

The use of an accumulator tank is
recommended to ensure effective and
reliable system function. With an
accumulator tank incorporated in the
system, the intervals between cut-in and
cut-out will be longer when only small
amounts of water are drawn off, Less
wear and tear on the pump with fever
starts and stops.

The tank should be mounted with a
T-pipe and in a height position above the
lowest tapping point




Heavy Duty Submersible Bilge Pumps

The most economic bilge pump offering low cost and easy
installation. Should be mounted in the lowest point in the bilge. The
Cartridge pumps, L450-L750 as well as L1600 and L2200, can be
combined with Johnson Pump switch for fully automatic bilge
pumping operation. The series of L450 Due-L750 Due is equipped
with an electronic switch. By using Johnson Pump bilge pump
control panel, the pump: can also be run manually.

Cartridge L450, L550, L650, L750

for 12V DC incorporate some of the most
advanced features in the industry, features
developed from service in a wide variety of
uses including racing, cruising, sport fishing,
and demanding commercial duties.

L1600 & L2200 - 12/24V DC

The best choice when you are looking for a high performance, heavy duty bilge
pump that is designed to meet and exceed the tough demands of commercial
and recreational duty. This pump has a liquid cooled, |12-pole motor with double
ball bearings for extended service life. The L2200 motor is sealed off by a
mechanical seal design that eliminates shaft wear and allows for service and
replacement, while the L1600 model has lipseal.The impeller is carefully designed

and tested to maximize head and flow.

Johnson Pump has a variety of mounting options,

= capacities: of 30 to |30 I/min and clip on optional

automatic switch.

Johnson Pump submersible pumps can handle most of the
bilge pump applications. Heavy duty motors with stainless
steal (SS2343) shaft and tough thermoplastic bodies
provide for a long pump life.

With the Johnson Pump automatic switch installed, the
pump automatically comes on when there is water in the
bilge and shuts off when it is dry. Submersible bilge pumps

- are not self-priming and must be installed in the deepest

part of the bilge.

Bilge Mate

A low budget alternative made in the USA and designed
for long life and high performance capacity. The low cost
choice for boat owners who still look for quality.




Muitiple Port Shower Sump

The compact shower sump system is designed to meet the higher demands from the boating
industry.This effects the fresh water system onboard and involves showers, dish washing machines,
galleys etcetera. The shower sump turns on/off automatically and has multiple inlet ports for han-
dling waste water from more than one tapping point. Equipped with a check valve on the outlet
avoids water coming back into the tank. The tank has a tight-fitting lid to minimize splashing and
odours.To further aid in cleaning, the system includes a filter mesh that removes with ease.

Automatic Switch

For full automatic bilge pumping operation, connect the automatic switch
to your bilge pump. The AS888 automatic switch has a timeproven micro
switch without mercury. When water exceeds the acceptable level, the
pump is turned on by a rolling steel ball, which changes the pressure on
the micro switch.The ASB88 attaches to any Johnson Pump bilge pump
through the clip on "T-slot” and can be used with 6, 12, 24 or 32 V
systems. Use AS888 for a better and safer life afloat!

Bilge Pump Control - 12 or 24V
Johnson Pump switch panel gives full control of your equipment.
Just push the button for manual or automatic bilge pumping. The
automatic feature operates in
combination with the automatic e
switch ASB88.The three-position Bilge Pump
switch panel in matt black finish has
an integrated fuse holder and
operating light. Fuses included.

Size: 76 x 55 mm, 40 mm depth.

AUTO
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Electronic Float Switch

The Electronic Float Switch is built on the same concept as the switch
on Cartridge Duo.As a separate accessory it is possible to attach the
switch to all pumps in Johnson Pump L-series.




Ice Chest Aerator

Johnson Pump’s Ice Chest Aerator converts any good sized
ice chest (Esky) into your own portable live bait tank. The
Ice Chest Aerator will keep your live bait alive, or catch
fresh, even during the heat of the day.
Setting it up is easy, because the Johnson Pump Ice Chest
Aerator includes all the
gear you'll require. A
sturdy |2-volt pump,
hose, spray bar, press
on clamp, battery
clamps and clear-cut
instructions to help
you get the job done
with a minimum of
fuss. When finished,
you have a live well
that’s equally at home
in the dams, rivers, on
the bay or out wide.
The great thing is that
since there are no
holes to drill the chest
can always be returned
to its original purpose.

DC Driven Flexible Impeller Pumps / .

With their high level of flexibility, these pumps are ideally suited for use in boats as bilge and deck- ——-/ —
wash pumps, fresh water pumps, refuelling pumps for oil and diesel. These pumps may be combined with

a vacuum switch for automatic operation.

In-well Aerator

Johnson Pump’s In-well Aerator Kit is about the easiest
way to add oxygen to your live bait well. Use it as your
primary aerator, or to recirculate while you're making a
long run across the bay, or if you are trailing the boat, you
can stop for fuel and be
aerating your catch
while the boat is on the
trailer.

A dependable 500gph
Johnson Pump forces
water through the
aerating head to
provide vital oxygen for
respiration  ensuring
your bait stays fresher
longer. To empty the
well at the end of the
day, merely open the g
valve, activate the pump
and  water  passes
through a discharge
fitting.

LIVE BAIT KIT

Capacities vary from 14 |/min to 55 |/min, allowing the proper matching of the pump to the application. (—
All motors are heavy duty to provide long service life even under heavy use.Available in 12 or 24 volts.
. Deckwash Pumping
Capacity Ra'“ge = : 'DC driven diaphragm pumps and flexible impeller pumps for deckwash. Heavy
(based on water at 20"‘2!68 F) duty electrical self-priming deckwash pumps with long life moter which can run

“"’”m"‘ =E w - d-f')?.' z

F2P10-19 F3B-19

: .contmuousiy under certam condltJOns Flexible impeller pumps must not be run

Bilge Pumping

Bilge pumps with excellent suction and pressure ability. Solid particles and
debris can be handle without damaging the pump.

Should be installed in a dry, well ventilated position above, but as close to the
liquid as possible. As the pumps must not be run dry, it is recommended to
- combine it with Johnson Pump vacuum switch that cuts off the current to the
hen r.he brlge is dry. For automatlc!manual b|Ige pumping the pump

F4B-19 F5B-19




F2P10-19

A fully equipped, self-priming multipurpose pump operating on a
simple and uncomplicated principle. Ideal for pumping water, oils
and chemicals. Do not use for pumping paraffin or other thin
petroleum products.

Pump body: PTMT (thermoplastic polyester)

Shaft: Stainless steel

Impeller: 09-1077B-9 (nitrile)

Seal: Lip seal

Hose connection: /2" (dia |13 mm)

(3/4" hose available on request)

Motor: 12/24V DC, ignition protected

Dimensions and Weight

Length: 172 mm

Width: [ 17 mm

Height: 78 mm
Weight: 1.6 kg
F3B-19

For bilge pumping, deckwash, water circulation, oil and diesel refuelling
at dockside service, etc. Do not use for pumping paraffin or other thin
petroleum products.Vacuum switch as extra accessory

Pump body: Bronze. Connection for vacuum switch

Shaft: Stainless-steel

Impeller: 09-10525-9 (nitrile)

Seal: Lip seal

Connection: 3/8" BSP (NPTF available on request)

Mortor: 12/24V DC, ignition protected

Dimensions and Weight

Length: 170 mm

Width: 100 mm

Height: 82 mm

Weight: 2.0 kg

Vacuum Switch

for automatic shut off
operation to prevent
pump damage

The wvacuum switch works
with all self-priming impeller
pumps and should be used
for e.g. bilge pumping/empty-
ing of tanks to prevent the
pump from dry running. The
vacuum switch automatically
shuts the pump off when the
bilge/tank is dry. With the
switch fitted, you can start the
pump by remote push button
or manually by depressing
lever on the switch.

ABN 88 055 284 270

J —MAC PTY. LTD.

PO Box 2918 Taren Point NSW Australia 2229
Phone: 61(02) 9524 3255 or 61 (02) 9524 3034 Facsimile: 61 (02) 9524 3167
Email: JMAC-MARINE@bigpond.com Web: www.j-mac.com.au

F4B-19

For bilge pumping, deckwash, water circulation, oil and diesel refuelling
at dockside service, etc. Do not use for pumping paraffin or other thin
petroleum products.The motor has a thermal protection to prevent
it from over-heating.Vacuum switch and deckwash kit as extra accessory
Pump body: Bronze

Shaft: Stainless steel

Impeller: 09-824P-9 (nitrile)

Seal: Lip seal

Connection: |" hose or |/2" BSP (NPTF available on request)
Motor: 12/24V DC, ball bearing mounted,

ignition protected

Dimensions and Weight

Length: 202 mm

Width: 120 mm

Height: 90 mm

Weight: 3.0 kg

F5B-19

For bilge pumping, deckwash, water circulation, oil and diesel refuelling
at dockside service, etc. Do not use for pumping paraffin or other thin
petroleum products. The motor can be run-eontinuously up to 0.5 bar *
and for max | hour at | bar *.Vacuum switch as extra accessory

* At nominal voltage and room temperature.

Pump body: Bronze (Connection for vacuum switch)

Shaft: Stainless steel

Impeller: 09-1027B-9 (mtrlie}

Seal: Mechanical s-I

Connection: 3/4™BSP (NPTF avallabie on request)

Motor: 12/24V DC, ball bearing mounted, enclosure |P44

Dimensions and Weight

Length: 258 mm

Width: 131 mm

Height: 120 mm

Weight: 8.0 kg

Deckwash Kit

For convenient deckwash. Includes
- Pressure switch

- Check valve

- Trigger nozzle

* Marine and Industrial Equipment * Docking and Repair
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